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Think Outside - Solutions For Audio

Realistic-looking
rock design blends
seamlessly into any
outdoor environment

Integrated grilles
output high quality
sound while
concealing speaker

Completely
weatherproof
& can operate in
-20° to 140°F

Wide dispersion
patterns

95°

45°

At Speco Technologies, our vision to be the total solution audio provider is not restricted by boundaries. Neither should
our customers’ listening needs. We offer a full line of outdoor audio components that fit many individual listening needs.

Our weatherproof line of rock speakers blend naturally into any outdoor setting, feature durable craftsmanship and offer
exceptional sound quality for maximum enjoyment.

We invite all outdoor music lovers to "Think Outside Solutions for Audio, Think Speco Technologies!"

Amusement ParksOutdoor DiningOutdoor Gatherings

Gardens Decks / Patios Poolside
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Rock speakers available
in brown or granite finish
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Outdoor Rock Speakers

6” Granite SPRK6G
6” Brown SPRK6B

8” Granite SPRK8G
8” Brown SPRK8B

• 6” woofer

• 35 Watt RMS / 80 Watts max.

• Fully weatherproof

• Frequency response: 20Hz-20kHz

• Realistic-looking rock design

• 8” woofer

• 40 Watt RMS / 100 Watts max.

• 2-way design

• Fully weatherproof

• Frequency response: 50Hz-20kHz

• Realistic-looking rock design

6” & 8” Rock Speakers

6” Version 8” Version

Model SPRK65CB shown

Sold Individually

Model SPRK8G shown

THINK OUTSIDE!

70V Rock Speaker on page 27

Sold Individually 6.5” High-Performance Coaxial Rock Speakers

• Coaxial design with 6.5" polypropylene woofer

• Fully weatherproof

• Realistic-looking rock design

• Integrated grille design

• Frequency response 100Hz - 20kHz

• 50 Watts RMS

• 75 Watts peak power handling

6.5” Granite SPRK65CG
6.5” Brown SPRK65CB
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Audio Speaker Support Brackets

Sold in pairs

IItteemm CCooddee DDeessccrriippttiioonn OOuutteerr DDiimmeennssiioonn CCuutt OOuutt DDiimmeennssiioonn CCoorrrreessppoonnddiinngg SSppeeaakkeerrss

BBRRCC55FF Metal In-Ceiling Brackets
for 5.25" Speakers

16 3/4", 2' 
support rails 7 9/16" SP5INFC

BBRRCC66FF Metal In-Ceiling Brackets 
for 6.5" Speakers

16 3/4", 2' 
support rails 8 3/8"

SP6ECS, 
SP5MAT, SP6CLC

BBRRCC88FF Metal In-Ceiling Brackets 
for 8" Speakers

16 3/4", 2' 
support rails 9 7/8" SP8ECS, SP6MAT

BBRRCC55 Metal In-Ceiling Brackets 
for 5.25" Speakers

16 3/4", 2' 
support rails 6 5/8" SPCBC5 

BBRRCC66 Metal In-Ceiling Brackets 
for 6.5" Speakers

16 3/4", 2' 
support rails 7 3/4" SP652CD, SPCBC6

BBRRCC88 Metal In-Ceiling Brackets 
for 8" Speakers

16 3/4", 2' 
support rails 9 1/2" SPCBC8

BBRRCC88LL Metal In-Ceiling Brackets 
for 8" Speakers

16 3/4", 2' 
support rails 10" SP8CLC

BBRRWW66 Metal In-Wall Brackets 
for 6.5" Speakers

16 3/4", 2' 
support rails 7 1/2" x 11"

SP625W, SP602A, 
SP622, SP6CLW

BBRRWW88LL Metal In-Wall Brackets 
for 8" Speakers

16 3/4", 2' 
support rails 9" x 13" SP8CLW

BBRRWW88SSWW**
Metal In-Wall Brackets 
for 8" Subwoofer

16 3/4", 2' 
support rails

9" x 9" SP8CLSW

In-wall back box items (SP525BB, SP625BB, SP825BB) not designed to be used with support brackets.
All brackets manufactured from .025” thick galvanized steel.

BRC6/8F BRC5/6/8/8L BRW6/8L

* Subwoofer bracket sold individually
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Speaker Selector Distribution Centers

100 Watts RMS Per Channel Stereo Speaker Distribution Center

Six Pair 600 Watts RMS Per Channel Stereo Speaker Distribution Center

Four Pair 150 Watts RMS Per Channel Stereo Speaker Distribution Center

Four Pair 50 Watts RMS Per Channel Stereo Speaker Distribution Center

Six Pair Stereo Speaker Distribution Center

• Accommodates 6 pairs of speakers 

• 50 Watts RMS per channel     

• Premium autoformers provide efficient impedance
matching and low power loss 

• Independent On/Off Switch for each zone 

• A/B source selector switches for each zone 

• Convenient pushbutton terminals that accept up to 14 gauge wire 

• Separate left and right ground paths for compatibility with all amps 

• Quality steel housing design 

• Dimensions: 17" W x 2.2" H x 6" D 

• Weight: 7.9 lbs. 

• Accommodates 4 pairs of speakers 

• 50 watts RMS per channel     

• Premium autoformers provide efficient impedance 
matching and low power loss 

• Independent On/Off Switch for each zone 

• A/B source selectorswitches for eachzone 

• Convenient pushbutton terminals that accept up to 14 gauge wire 

• Separate left andright ground paths for compatibility with all amps

• Quality steel housing design 

• Dimensions: 17" W x 2.2" H x 6" D

• Weight: 7.9 lbs.

SSB4

• 150 Watts RMS per channel 

• Accomodates up to 4 pairs of speakers 

• Independent on/off switches for each zone

• Quality steel housing design 

• 7.6” W x 2.5” H x 5.8” D

• 1.94 lbs.

(rear of unit)

SDC6VCA

SDC4VCA 

• 100 watts RMS power handling per channel - 300 watts max. 

• Allows for easy expansion for 1 pair of amplifier speaker outputs
to up to 8 pairs of speaker outputs (1 pair in to 8 pair out) 

• 15” L x 1.5” W x 3.25” H 

• High power handling: 300 Watts RMS / 

600 Watts max. per channel 

• 2 amplifier input 

• Controls 6 pairs of speakers

• For 4,6,8 Ohms systems 

• Impedance matching 

• Circuit breaker protection 

• Output switching from amplifier A or B to 6 independently 
controlled pairs of speakers  

• Quick disconnect connectors 

• 17” L x 6” W x 3” H SLS6  

SDS8  



Weatherproof Volume Control Enclosure For IMP80D

Attenuators, Volume Controls & Accessories

80 Watt Impedance Matching Rotary Volume Control

100 Watt Impedance Matching Slider Volume Control
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• High-quality auto-former design • 1 to 8 speaker pairs 
• Switchable impedance matching 2x, 4x, or 8x positions and stereo non-impedance

matching 1x position • Soft touch 12-step slide attenuation 
• Frequency response: 20Hz to 20kHz • Removable terminal blocks accept up to 14-Gage wire
• Mounting requirements: fits all single-gang backless P-rings or 19 cubic inch min. 

electrical work box • Mounting dimensions: 1.63” W x 2.74” H x 2.66” D 

100 Watt Power Handling IMP100DLWH

• Includes three knob/plate color variations: white, ivory and almond
• High-quality auto-former design • 2 to 16 speaker pairs
• Switchable impedance matching for 2, 4, 8 or 16 pairs of 8 ohm speakers              
• Soft touch 12-step rotary attenuation • Frequency response:  20Hz to 20kHz 
• Removable terminal blocks accept up to 14-Gauge wire
• Mounting requirements: fits all single-gang backless P-rings or 18 cubic inch min. 

electrical work box • Mounting dimensions: 1.63” W x 2.85” H x 2.35” D

80 Watt Power Handling IMP80D

DVC10D8 10 Watt Stereo Volume Control, 8 Ohms
DVC25D8 25 Watt Stereo, 10 Step, 8 Ohms Volume Control/Attenuator
DVC40D8 40 Watt Stereo Volume Control, 8 Ohms
DVC50D8P 50 Watt Stereo Volume Control, 8 Ohms

Part # Sound Wattage Output Knob/Plate Color
WAT108 Mono 10 8 Ohm Silver

WAT10D8W Stereo 10 8 Ohm White

WAT258W Mono 25 8 Ohm White

WAT25D8W Stereo 25 8 Ohm White

WAT50D8* Stereo 50 8 Ohm Silver

WAT50D8W Stereo 50 8 Ohm White

*Double Gang Units with “W” come with white plastic plate & white knob 
Units with a silver plate come with a black knob 

WAT50D8

WAT258W 8Ω Wall Plate Volume Controls

Decorative Style 8Ω Volume Controls and Accessories

• Rugged composite enclosure resists the harsh effects of nature
• Compatible with most volume controls (sold separately)
• Offset inlet accepts ¾” PVC conduit 
• Includes stainless steel hardware • Dimensions: 3” W x 5” H x 3 ¾” D

70/25V volume controls found on page 41

VCODK1



Audio Glossary
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5.1 System: A designation describing a
sound system incorporating 5 channels of
sound/ speakers and one subwoofer. 

Amp: The unit of measure used with an
electric current. 

Amplifier: An electronic component 
or device that takes low-level signals and 
recreates the signal with more power.

Attenuators: A device that reduces an 
amplified signal without distortion. 

Baffle: A box-like structure that a speaker 
is placed into to enhance the bass sound 
of the speaker. 

Bass: The lowest audible existing frequency
range usually below 200 Hz. 

Bookshelf Speaker: A small speaker 
which is designed to sit on a bookshelf or
shelf. 

Capacitors: Electrical devices that 
store charges. 

Center Channel: A third front audio 
channel that is usually used to enhance 
the clarity of dialog being heard within a 
sound system. 

Coaxial Speaker: A type of speaker
driver where the high frequency driver (the
tweeter) is located inside a low or mid-
frequency driver (the woofer). 

Crossover: A component that splits up
the frequency depending on ranges and
directs them to certain drivers.

Current: The flow of electricity through a 
circuit as measured in amps. 

dB Decibel: A logarithmic scale 
measuring the intensity of the sound 
pressure level of a noise. 

Digital Surround Sound:
See 5.1.  definition 

Driver: The cone-like component of a
speaker that pushes back and forth to sound
waves. 

Dual Voice Coil: A speaker that accepts 
both right and left channels into one
speaker providing full range sound in a
smaller space than two speakers.

Floor Standing Speaker: A specific
type of speaker enclosure with an
acceptable level of sound height that
stands directly on the floor. 

Frequency: The number of repeating
sound cycles in a given period, measured in
hertz or kilohertz. Human hearing is usually
20Hz to 20KHz with the lower frequencies
representing the bass and higher
representing the treble.

Grille: An aesthetic front plate covering
for speakers.

Horn: An element used to increase sound 
efficiency by placing the driver at the 
end of a megaphone-like structure. 

Hz (Hertz): Number of cycles per second
of sound waves used to measure frequency.  

Impedance: The resistance to the flow
of an electrical current as measured in
Ohms.

kHz (Kilohertz): One thousand sound 
cycles per second.

Magnet: A component of a speaker that 
uses electromagnets to create movement
of the driver reproducing sound.  

Microphone: A device used to create an 
electrical signal representative of the sound
striking it to be heard over speakers. 

Midrange: The middle band of audio 
frequencies between 150/200 Hz to
between 1,000/2,000 Hz.

Music on Hold Feature: An amplifier
output feature which allows callers on a
phone system that are holding to hear
music or 
supplied dialog.

Ohm: A measure of resistance in a circuit
to an electric current.

Outdoor Speaker: A speaker that 
is weatherproofed.

Power Rating: The maximum amount
of power in watts that an amplifier can put
out or a speaker can be driven with. 

RMS (Root Mean Square):
The average continuous power output an
amplifier is capable of producing or a
speaker is capable of receiving. 

Subwoofer: A type of speaker used 
to reproduce the lowest portion of the 
frequency spectrum, usually 80Hz 
and below.

Sensitivity or SPL: A measure of the
sound pressure level measured from a
distance of one meter from a speaker when
the speaker receives a 2.83-volt signal - 1
watt at 8 ohm.

Shielded: A term relating to specific
speakers having their magnetic fields
contained as to 
not harm video displays. 

Three-Way Speaker: A speaker system
containing three individual drivers covering
three frequency bands. 

Transformer: An important component
of the power supply that pulls electricity
from a source and then transforms it into
power that can be used in electronic devices. 

Tweeter: A speaker driver designed 
for receiving high frequencies usually 
above 2,000 Hz. 

Two-Way Speaker: A speaker system 
with two individual drivers covering two 
frequency bands.

Voice Coil: A tightly wrapped coil of wire
attached to a speaker driver's diaphragm and
located near the stationary magnet. 

Watt: A measurement of power obtained 
by multiplying current by voltage. 

Woofer: A speaker driver that handles low
frequency signals. 

XLR Connector: A plug connector 
usually at the end of a microphone wire that
allows easy connection to an amplifier
without the need to strip the wire to 
connect it to screw terminals.



Model Number Index
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A6X6A70 . . . . . . . . . . . . . . . 14
A6X6A8 . . . . . . . . . . . . . . . . 44
AES4 . . . . . . . . . . . . . . . . . . 33
AKPA . . . . . . . . . . . . . . . 14, 44
ASPC20 . . . . . . . . . . . . . . . . 41
BI2SD. . . . . . . . . . . . . . . . . . 42
BI2WD . . . . . . . . . . . . . . . . . 42
BRC5 . . . . . . . . . . . . . . . 48, 54
BRC5F . . . . . . . . . . . . . . . . . 54
BRC6 . . . . . . . . . . . . 48, 49, 54
BRC6F . . . . . . . . 25, 46, 49, 54
BRC8 . . . . . . . . . . . . . . . 48, 54
BRC8F . . . . . . . . 25, 46, 49, 54
BRC8L . . . . . . . . . . . . . . 46, 54
BRW6. . . . . . . . . . . . . . . 48, 54
BRW8L. . . . . . . . . . . . . . 46, 54
BRW8SW. . . . . . . . . . . . 46, 54
CAMMIC. . . . . . . . . . . . . . . . 31
CBS100 . . . . . . . . . . . . . . . . 33
CBS240 . . . . . . . . . . . . . . . . 33
CBS4 . . . . . . . . . . . . . . . . . . 33
DDAK1 . . . . . . . . . . . . . . . . . 40
DM520 . . . . . . . . . . . . . . . . . 30
DM520P . . . . . . . . . . . . . . . . 30
DMS3P. . . . . . . . . . . . . . . . . 51
DMS3PW . . . . . . . . . . . . . . . 51
DMS3TS. . . . . . . . . . . . . . . . 29
DMS3TSW . . . . . . . . . . . . . . 29
DVC1070 . . . . . . . . . . . . . . . 41
DVC10D8. . . . . . . . . . . . . . . 56
DVC2570 . . . . . . . . . . . . . . . 41
DVC25D8. . . . . . . . . . . . . . . 56
DVC40D8. . . . . . . . . . . . . . . 56
DVC50D8P. . . . . . . . . . . . . . 56
ER340 . . . . . . . . . . . . . . . . . 24
ER360 . . . . . . . . . . . . . . . . . 24
ER370 . . . . . . . . . . . . . . . . . 24
ER380 . . . . . . . . . . . . . . . . . 24
ER390 . . . . . . . . . . . . . . . . . 24
ER500 . . . . . . . . . . . . . . . . . 24
FM301A . . . . . . . . . . . . . . . . 42
G12WD . . . . . . . . . . . . . . . . 27
G810AT70GW . . . . . . . . . . . 27
G810CT70GW . . . . . . . . . . . 27
G810FT70GW . . . . . . . . . . . 27
G86FT70GW . . . . . . . . . . . . 27
G86TCG. . . . . . . . . . . . . . . . 27
G86TG . . . . . . . . . . . . . . . . . 27
G8CA10WX . . . . . . . . . . . . . 27
G8CF6W . . . . . . . . . . . . . . . 27
IMP100DLWH . . . . . . . . . . . 56
IMP80D . . . . . . . . . . . . . . . . 56
MAD11F . . . . . . . . . . . . . . . . 31
MAD12M . . . . . . . . . . . . . . . 31
MBM3. . . . . . . . . . . . . . . . . . 31
MCA10 . . . . . . . . . . . . . . . . . 31
MCA20 . . . . . . . . . . . . . . . . . 31
MCBM300 . . . . . . . . . . . . . . 30
MCDT300. . . . . . . . . . . . . . . 30
MCHH100 . . . . . . . . . . . . . . 30
MCHH300 . . . . . . . . . . . . . . 30
MCHM300 . . . . . . . . . . . . . . 30
MCPP100. . . . . . . . . . . . . . . 30
MGS1. . . . . . . . . . . . . . . . . . 30
MHL5S . . . . . . . . . . . . . . . . . 30
MPC2 . . . . . . . . . . . . . . . . . . 31
MPC3 . . . . . . . . . . . . . . . . . . 31
MSA1 . . . . . . . . . . . . . . . . . . 31

MSD5 . . . . . . . . . . . . . . . . . . 31
MSR5 . . . . . . . . . . . . . . . . . . 31
MST1 . . . . . . . . . . . . . . . . . . 31
P120FACD . . . . . . . . . . . . . . 18
P240A . . . . . . . . . . . . . . . . . 21
P240FACD . . . . . . . . . . . . . . 18
P30FA . . . . . . . . . . . . . . . . . 21
P30FACD . . . . . . . . . . . . . . . 19
P40A . . . . . . . . . . . . . . . . . . 21
P60FACD . . . . . . . . . . . . . . . 19
PAT20TB . . . . . . . . . . . . . . . 22
PAT60. . . . . . . . . . . . . . . . . . 22
PAW80A. . . . . . . . . . . . . . . . 23
PAW80ST. . . . . . . . . . . . . . . 23
PBM120 . . . . . . . . . . . . . . . . 20
PBM15 . . . . . . . . . . . . . . . . . 20
PBM30 . . . . . . . . . . . . . . . . . 20
PBM60 . . . . . . . . . . . . . . . . . 20
PBMRK1 . . . . . . . . . . . . . . . 20
PBMRK2 . . . . . . . . . 17, 19, 20
PFA . . . . . . . . . . . . . . . . . . . 21
PL120SA . . . . . . . . . . . . . . . 16
PL200M . . . . . . . . . . . . . . . . 15
PL260A . . . . . . . . . . . . . . . . 17
PL60SA . . . . . . . . . . . . . . . . 16
PMM120A . . . . . . . . . . . . . . 21
PMM60A . . . . . . . . . . . . . . . 21
PSR4C . . . . . . . . . . . . . . . . . 41
PZ5. . . . . . . . . . . . . . . . . . . . 21
SA12RP . . . . . . . . . . . . . . . . 37
SA15RP . . . . . . . . . . . . . . . . 37
SA4P . . . . . . . . . . . . . . . . . . 37
SA5P . . . . . . . . . . . . . . . . . . 37
SDC4VCA . . . . . . . . . . . . . . 55
SDC6VCA . . . . . . . . . . . . . . 55
SDS8 . . . . . . . . . . . . . . . . . . 55
SFA12 . . . . . . . . . . . . . . . . . 41
SFB12 . . . . . . . . . . . . . . . . . 41
SFR12 . . . . . . . . . . . . . . . . . 41
SLS6 . . . . . . . . . . . . . . . . . . 55
SP30PT . . . . . . . . . . . . . . . . 28
SP30PTB . . . . . . . . . . . . . . . 28
SP525BB . . . . . . . . . . . . . . . 49
SP5AWX . . . . . . . . . . . . . . . 51
SP5AWXT . . . . . . . . . . . 29, 51
SP5AWXTW. . . . . . . . . . 29, 51
SP5AWXW. . . . . . . . . . . . . . 51
SP5CLCC. . . . . . . . . . . . . . . 46
SP5MAT. . . . . . . . . . . . . . . . 25
SP625BB . . . . . . . . . . . . . . . 49
SP652CD . . . . . . . . . . . . . . . 49
SP6AWX . . . . . . . . . . . . . . . 51
SP6AWXT . . . . . . . . . . . 29, 51
SP6AWXTW. . . . . . . . . . 29, 51
SP6AWXW. . . . . . . . . . . . . . 51
SP6CLC . . . . . . . . . . . . . . . . 46
SP6CLW. . . . . . . . . . . . . . . . 46
SP6ECS. . . . . . . . . . . . . . . . 49
SP6MAT. . . . . . . . . . . . . . . . 25
SP6NXCTUL . . . . . . . . . . . . 26
SP825BB . . . . . . . . . . . . . . . 49
SP8CLC . . . . . . . . . . . . . . . . 46
SP8CLSW . . . . . . . . . . . . . . 46
SP8CLW. . . . . . . . . . . . . . . . 46
SP8ECS. . . . . . . . . . . . . . . . 49
SPC10 . . . . . . . . . . . . . . . . . 35
SPC104 . . . . . . . . . . . . . . . . 35
SPC12RP. . . . . . . . . . . . . . . 35

SPC15 . . . . . . . . . . . . . . . . . 35
SPC15R . . . . . . . . . . . . . . . . 36
SPC15RP. . . . . . . . . . . . . . . 36
SPC15RP4. . . . . . . . . . . . . . 36
SPC15T . . . . . . . . . . . . . . . . 37
SPC20 . . . . . . . . . . . . . . . . . 36
SPC20R . . . . . . . . . . . . . . . . 36
SPC30 . . . . . . . . . . . . . . . . . 36
SPC30RT. . . . . . . . . . . . . . . 37
SPC40RP. . . . . . . . . . . . . . . 36
SPC40RP4. . . . . . . . . . . . . . 36
SPC40RT. . . . . . . . . . . . . . . 37
SPC5P . . . . . . . . . . . . . . . . . 35
SPC5P4 . . . . . . . . . . . . . . . . 35
SPC60RP. . . . . . . . . . . . . . . 36
SPC6P . . . . . . . . . . . . . . . . . 35
SPC8 . . . . . . . . . . . . . . . . . . 35
SPCAVA60 . . . . . . . . . . . . . . 40
SPCBC5. . . . . . . . . . . . . . . . 48
SPCBC6. . . . . . . . . . . . . . . . 48
SPCBC8. . . . . . . . . . . . . . . . 48
SPCBDVC5 . . . . . . . . . . . . . 48
SPCBW6 . . . . . . . . . . . . . . . 48
SPCT8T . . . . . . . . . . . . . . . . 28
SPRK65CB . . . . . . . . . . . . . 53
SPRK65CBT . . . . . . . . . . . . 28
SPRK65CG . . . . . . . . . . . . . 53
SPRK65CGT . . . . . . . . . . . . 28
SPRK6B. . . . . . . . . . . . . . . . 53
SPRK6G. . . . . . . . . . . . . . . . 53
SPRK8B. . . . . . . . . . . . . . . . 53
SPRK8G. . . . . . . . . . . . . . . . 53
SRD100 . . . . . . . . . . . . . . . . 38
SRD35T . . . . . . . . . . . . . . . . 38
SRD50 . . . . . . . . . . . . . . . . . 38
SRD75 . . . . . . . . . . . . . . . . . 38
SRD80T . . . . . . . . . . . . . . . . 38
SRH159R. . . . . . . . . . . . . . . 38
SRH16 . . . . . . . . . . . . . . . . . 38
SRH20 . . . . . . . . . . . . . . . . . 38
SSB4 . . . . . . . . . . . . . . . . . . 55
SSS1 . . . . . . . . . . . . . . . . . . 32
STH8 . . . . . . . . . . . . . . . . . . 27
T20. . . . . . . . . . . . . . . . . . . . 32
T2510. . . . . . . . . . . . . . . . . . 32
T7010. . . . . . . . . . . . . . . . . . 32
T7020. . . . . . . . . . . . . . . . . . 32
T70255. . . . . . . . . . . . . . . . . 32
TLT1 . . . . . . . . . . . . . . . . . . . 32
TS8. . . . . . . . . . . . . . . . . . . . 27
U260SX . . . . . . . . . . . . . . . . 33
U265X . . . . . . . . . . . . . . . . . 33
UTPAUDIO. . . . . . . . . . . . . . 32
VCODK1 . . . . . . . . . . . . . . . 56
WAT10 . . . . . . . . . . . . . . . . . 41
WAT108 . . . . . . . . . . . . . . . . 56
WAT10D8W . . . . . . . . . . . . . 56
WAT10W . . . . . . . . . . . . . . . 41
WAT258W . . . . . . . . . . . . . . 56
WAT25D8W . . . . . . . . . . . . . 56
WAT50 . . . . . . . . . . . . . . . . . 41
WAT50D8W . . . . . . . . . . . . . 56
WAT50D8. . . . . . . . . . . . . . . 56
WAT50W . . . . . . . . . . . . . . . 41
WB8 . . . . . . . . . . . . . . . . . . . 27
WB810F70 . . . . . . . . . . . . . . 27
WB86D. . . . . . . . . . . . . . . . . 27
WB86D25. . . . . . . . . . . . . . . 27
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AAMMPPLLIIFFIIEERRSS:
These products are warranted against manufacturing defects in material and workmanship for five (5) years including parts
and labor.

IINNDDOOOORR SSPPEEAAKKEERRSS:
These products are warranted against manufacturing defects in material and workmanship for the lifetime of the product, 
including parts and labor.

OOUUTTDDOOOORR SSPPEEAAKKEERRSS:
These products are warranted against manufacturing defects in material and workmanship for five (5) years 
including parts and labor.

PPAA HHOORRNNSS,, MMIICCRROOPPHHOONNEESS && VVOOLLUUMMEE CCOONNTTRROOLLSS::
These products are warranted against manufacturing defects in material and workmanship for two (2) years from date of
purchase including parts and labor.

MMEEGGAAPPHHOONNEESS,, SSPPEEAAKKEERR DDIISSTTRRIIBBUUTTIIOONN CCEENNTTEERRSS && SSPPEEAAKKEERR SSEELLEECCTTOORRSS:
These products are warranted against manufacturing defects in material and workmanship for one (1) year 
including parts and labor.

OOTTHHEERR AAUUDDIIOO IITTEEMMSS NNOOTT CCOOVVEERREEDD AABBOOVVEE:
These products are warranted against manufacturing defects in material and workmanship for ninety (90) days 
including parts and labor.

We warranty all products to be free from any manufacturing or material defects. This warranty will not extend to any products which have

been subjected to misuse, neglect, accident, or improper installation, used in violation of instructions furnished by us; or to units which have

been repaired or altered outside of the factory. This limited warranty does not apply to broken cases, batteries, or other physically damaged

parts. Upon request by the customer, the company will at the customer’s expense repackage merchandise in new cartons, replace missing

accessories, and return in resalable condition. Unless requested, the company will replace and return all merchandise in the packaging in which

it was received. This warranty is in lieu of all expressed warranties, expressed or implied, and of all obligations or liability on our part, and we

neither assume nor authorize any representative or other person to assume for us any obligation or liability. In no event shall we be liable for

incidental or consequential damages arising from the use of the product, or for any delay in the use of this product do to causes beyond our

control. Some states do not allow limitations of how long an implied warranty lasts and/or do not allow the exclusion or limitation of

consequential damages. The above limitations on implied warranty and consequential damages may not apply to you. This warranty gives 

you specific legal rights. You may have other rights which vary from state to state. See actual warranty statement included with product for

limitations and exclusions where applicable. This limited warranty extends to products listed in the company’s current price schedule.

RREETTUURRNNSS
A written return authorization must be obtained prior to shipment. Label(s) must appear on all packages and return must 
be ship prepaid.

Defective in-warranty products will be returned prepaid. Defective out-of-warranty products will be repaired at a nominal
charge for parts and labor and returned with shipping charges added to the invoice. If you require an estimate before repair,
please request.

RREETTUURRNNEEDD GGOOOODDSS PPOOLLIICCYY
1. RETURNS SENT WITHOUT PRIOR APPROVAL WILL NOT BE ACCEPTED. CREDIT WILL BE ISSUED UPON INSPECTION OF RETURNED UNITS.

2. No discounted item may be returned for credit or exchange.

3. An order of $3.00 for every $1.00 to be returned must accompany a request for return for stock adjustment.

4. There will be a minimum charge of 15% for handling and repacking where necessary. Merchandise returned for credit or exchange with

missing or damaged packaging or accessories will be charged accordingly. Merchandise returned for repair will be shipped back repaired but in

the same physical condition as when received by us. If repacking or refurbishing is requested, where possible, you will be charged accordingly.

5. If a credit is issued, current best quantity price or price when purchased, whichever is lower, will prevail.




